PA 410-1

GRADE STABILIZATION STRUCTURE

STANDARD

DEFI NI TI ON

A structure used to control the
grade and head cutting in natural
or artificial channels.

SCOPE

This standard applies to all types
of grade stabilization structures,
including a conbination of earth
enbanknent s and nmechani cal
spil Il ways, and may be full-flow or
detention-type structures. Thi s
standard also applies to channel
side-inlet structures installed to

lower the water from a field
el evation, a surface drain, or a
waterway to a deeper out | et
channel. It does not apply to

structures designed to control the

rate of flow or to regulate the
wat er | evel in channels (587).
PURPOSES

To stabilize the grade and
control erosion in natural or
artificial channels, to prevent
the formation or advance of
gul lies, and to enhance
environmental quality and reduce

pol | uti on hazards.

CONDITIONSWHERE PRACTICE APPLIES

In areas where the concentration

and flow velocity of wat er
require structures to stabilize
the grade in channels or to
control gully erosion. Specia

attention shall be given to
mai ntai ning or inproving habitat
for fish and wldlife where

appl i cabl e.
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PLANNING CONSIDERATIONS

Landscape resources. In highly
visible public areas and those
associated with recreation, carefu

consi derations should be given to
| andscape resour ces. Landf or s,
structural materials, later elenents,
and plant materials should visually
and functionally conplenent their

surroundi ngs. Excavated material and
cut slopes should be shaped to blend
with t he nat ur al t opogr aphy.
Shorelines can be shaped and i sl ands
created to add visual interest and
valuable wldlife habitat. Exposed
concrete surfaces may be forned to
add texture or finished to reduce
refl ectlon and to al ter col or
contrast. Site selection can be used
to reduce adverse inpacts or create
desirabl e focal points.

Water Quantity.
consi der :

1. Effects

Pl anning shall

on vol unes and
rates runoff, evapor-
ation, deep precol at1 on,
and ground water recharge.

of

the structure on
soi | wat er and resul ting
changes in plant growh and
transpiration.

2. Effects of

Water Quality.
al so consi der:

1. Ability of structure to
trap sedi nent and sedi nent -
attached substances carried
by runoff.

Pl anni ng shal |
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structure on the
down-
and

2. Effect of
susceptibility of
stream st r eanbanks
stream beds to erosion.

3. FEffects of t he pr oposed
structure on the novenent of
di ssol ved substances to ground

wat er .
4. Effects on the visual quality
of downstream wat er resources
DBSIGN CRITERIA
The structure nust be designed
for stability after installation.
The crest of the inlet nust be
set at an el evati on t hat
stabilizes upstream head cutti ng.
Enmbankment dans. Nat ur al
Resour ces Conservati on Servi ce

(NRCS) C ass (a) dans that have a
product of storage tines the
effective height of the dam of
3,000 or nore, those nore than 35

feet in effective height and al
NRCS C ass (b) and C ass (c) dans
shal | neet or exceed t he
requi rements specified in
Techni cal Rel ease No. 60.

NRCS Class (a) danms that have a
product of storage tinmes the

effective height of the dam of
| ess than 3,000 and an effective
hei ght of 35 feet or |ess shall
neet or exceed the requirenments
specified for ponds (378).

The effective height of the dan
Is the difference in elevation,
in feet, between the energency
spillway crest and the | owest
point in the cross section along
the center line of the dam |If
there is no energency spillway,
the top of the dam is the upper

limt.
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Pond size dans. |f mechanica
spi |l | ways are required, t he
m ni mum capacity of the principal
spillway shall be that required
to pass the peak flow expected
from a 24-hour duration design
storm of the frequency shown in
Table 1, |l ess any reduction
because of the detention storage.

If the effective height of the
damis less than 20 feet and the
energency spillway has a stable

grade throughout its Ilength with
no overfalls and has good
vegetation along its re-entry
into the downstream channel, the
principal spillway capacity may
be reduced but can be no |ess

the two-year

than 80 percent of
duration

frequency, 24- hour
storm

If criteria values exceed those
shown in Table 1 or the storage
capacity is nore than 50 acre-
feet, the ten-year frequency, 24-
hour duration storm nust be used
as the m ni num design storm

G ade stabilization structures
with a settled fill height of
less than 15 feet and ten-year
frequency, 24-hour storm runoff
| ess than ten acre-feet, shall be
designed to control the ten-year
frequency storm wi t hout
overtoppi ng. An emer gency
spillway is not required if any
nmechani cal spi |l Il way(s),
regardl ess of si ze, in
conbination wth storage wll
handle the design, storm The
enbanknent can be designed to
neet the requirements for water
and sedi nent control basins (638)
rather than the requirenments for

ponds (378).
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TABLE 1. -
pri nci pal
(3).

spillway for danms with storage capacity of
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Design criteria for establishing m nimum capacity of the

| ess than 50 acre-feet

Maxi mum dr ai nage area for
Standard (1)

Ef f ecti ve hei ght

Frequency of minimum

i (5 gestan, 2w
acre f eet year
100 35 or |ess 2
200 20 or |less 2
200 20-35 5
400 20 or |ess 5

1

(1) PADEP, Chapter 105 prevail

(2) Wen the greatest depth of water
the dam at nmaxi num water
provi si ons of PADEP, Chapter

(3) When storage capacity exceeds 50 acre-feet,
PADEP, Chapter 105 prevail.

Full -flow open structures. Drop,

chut e, and box-i nl et drop

spi |l ways shal | be desi gned

according to the principles set

forth in the Engineering Field

Handbook (Manual ) for

Conservati on Practi ces, t he

Nat i onal Engi neering  Handbook,

and ot her appl i cabl e NRCS

publications and reports. The

m ni mum capacity shall be that

required to pass the peak flow

expected from a design storm of
the frequency and duration shown

in Table 2, less any reduction
because of detention storage. |If
site conditions exceed those

shown in Table 2, the m ni mum

Techni cal Gui de Section IV

Wien drainage area exceeds 100 acres,

el evation
105 prevail.

t he provisions of the

measured at the upstreamtoe of
exceeds 15 feet, the

the provision of

design 24-hour storm frequency is
25 years for the principal
spillway and 100 years for the
total capacity. Structures nust
not create wunstable conditions
upstream or downst r eam
Provi sions nust be nade to ensure
re-entry of bypassed storm fl ows.

Toe-wall drop structures can be
used if the vertical drop is four
f eet or | ess, fl ow are
intermttent, downstream grades
are stable, and tail water depth
at design flow is equal to or
greater than one-third of the
hei ght of the overfall.
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The ratio of the capacity of drop
boxes to road culverts shall be
as required by the responsible
road authority or as specified in
Table 2 or 3, as applicable, |ess
any reduction because of

TABLE 2.
structure.
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detention storage, whichever is
greater. The drop box capacity
(attached to a new, or existing
cul vert) nust equal or exceed the

cul vert capacity at design flow

-Design criteria for establishing m ninum capacity of full-flow open

Frequency , of m ni num

desi gn, 24-hour duration
- storm
_ _ _ Pri nci pal
Maxi mum dr ai nage area (1) Verti cal spi | | way Tot al
for standard dr op capacity capacity
acres f eet year year
450 5 or |ess > 10
900 10 or less 10 25

(1) Wien drai nage area exceeds 100 acres,

Chapter 105 prevail.

| sl and-type structures. |If the
mechani cal spillway is designed
as an island-type structure, its
m ni nrum capacity shall equal the
capacity of t he downst r eam
channel . For channels with very
smal | dr ai nage ar eas, t he
mechani cal spillway should carry
at least the two-year, 24-hour
storm or the design drainage
curve runof f. The m ni mum
enmer gency spi | I way capacity
shall be that required to pass
the peak flow expected from a
design storm of the frequency
and duration shown in Table 2
for t ot al capacity wi t hout
overt oppi ng t he headwal |
extensions of the nechanical

spil lway. Provisions nust be

Techni cal Guide Section |V

t he provisions of PADEP

made for safe re-
fl ow as necessary.

entry of bypassed

Si de-inl et drainage structures.
The design criteria for mninmm
capacity of open-weir or pipe
structures used to | ower
surface wat er from field
el evation or lateral channels
into deeper open channels are
shown in Table 3. The m ninum
princi pal spi | | way capacity
shall equal the design drainage
curve runof f for al
condi tions. If site condition
val ues exceed those shown in
Table 3, the 50-year frequency
storm shall be used for m ninmum
design of total capacity.
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TABLE 3. - Design criteriafor establishing minimum capacity of side-
inlet, open-weir, or pipe-drop drainage structure.

Frequency of minimum desi gn,
24-hour duration storm

Recei vi ng
Maxi mum dr ai nage area (1) Verti cal channel Tot a
for standard drop dept h capacity
acres f eet f eet year
450 5-10 10- 20 10
900 0- 10 0- 20 25

() When drai nage area exceeds 100 acres, the provisions of
PADEP, Chapter 105 prevail.

Gener al criteria. Earth Eart h enbanknment pond structures
enbankment and enmer gency are potentially hazardous and
aﬁ]|gmﬁy$ of I_structures _EFB precauti ons nust be taken to
unu;r C{h%engiana;?dru¥ormwagngs prevent serious injury or [OSS
(378) or in TR 60 nust be stable of Llfe. Erotectlve guardrail s,
for all anticipated conditions. warning signs, fences, and/or
If earth spillways are used, l'ifesaving equipnment shall be
they nust be designed to handle added as needed.

t he t ot al capacity flow _

indicated in Tables 2 or 3 If the area is used for
Wi t hout overtopping the dam The | i vest ock, t he structure,
f oundat i on ~ preparation, earthfill, vegetated spillways,
conpaction, top wdth, and side and ot her areas shoul d be fenced
sl opes nust ensure a stable dam as necessary to protect the
for anticipated flow conditions. structure. Near urban areas,

Discharge from the structure

shall be sufficient that no crop fencing may be necessary to

control access and excl ude

damage results from flow traffic that my danage the

det enti on. .
structure or to prevent serious

. injury or death to trespassers.

Necessary sedi nent st orage bury P

F@PaCi%y qPSt equal the expected Prot ecti on. The  exposed

ife of the structure, unless a

provision is made for periodic surfaces of the enbankment,

cl ean out. earth spillway, borrow area, and

other areas disturbed during
construction shall be seeded or

sodded as necessary
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to prevent erosion. If climtic
condi tions precluded the use of
veget ati on, non-veget ati ve
coverings such as gravel or
ot her mul ches may be used.

Structures. G ade st abi | -
ization structures of materials

such as concrete, masonry,
steel, alumnum and treated
wood  shal | be designed in
accordance with the principles
cont ai ned in Nat i onal
Engi neeri ng Handbook, Section
5, Hydraul i cs; Secti on 6,
structural Design; Section 11,

Drop Spillways; and Section 14,
Chute Spillways; or Chapter 6,
Structures, of the ENngineering
Fi el d Handbook. structures mnust
not create unstable conditions
upstream or downstream

Conpliance with | ocal regul a-

tions. Desi gn, instal |l ation,
and construction shall conply
wth state and local laws and

regul ati ons. Such conpliance is
t he responsibility of t he

| andowner ; however, t he
responsi bl e technician, before
gi vi ng any t echni cal
assi st ance, wi || inform the

owner of his/her responsibility
for complying with all state
and/ or | ocal | aws and
regul ati ons.

PLANS AND SPECIFICATIONS

Plans and specifications for
installing grade stabilization
structures shall be in keeﬁin
with this standard and shal
describe the requirenents for
appl yi ng t he practice to
achieve its intended purpose.
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Pennsyl vani a

PA 410-6

Specified materials shall be of
a quality capable of providing
the stability, durability, and
aﬁpearance required to achieve
the planned objective wth
appropriate factors of safety.

Construction operations shall be
carried out in such a manner
that erosion, air and water
pollution will be m nim zed.

OPERATI ON AND NMAI NTENANCE

An Qperation and Mintenance Pl an
shal | be pr epar ed for each
structure. It sJtlall be site-
specific and include, but not be
limted to, nor mal managenent
actions such as now ng, weed

control, periodic opening and
closing of water control gates,
etc.; mai nt enance corrective

actions such as needed repairs due
to normal wear, replacenent of
conponents of the practice at
periodic times during the life of
the structure, concrete repair,
riprap repl acenent and ot her
simlar activities. The Plan shal

i ncl ude gui dance for annua

i nspections and inspections after
every major runoff event.
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